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Item number: 1.00041

MatchCode/Type:  OCX100.30

Designation: Consolidation Cell 78,5cm² / Ø 100 mm, Sample
height 30mm

www.geomation.de/produkte/ocx-100-30/

Intrastat code: Country of origin: DE Net weight (kg): 5,584

Drawing number: OCX100.30-00:00.1 Rev.A
Standards: DIN EN ISO 17892-5; DIN 18135
Catchwords: Oedometer, Kompression, Consolidation, Quelldruck

The OCX100.30 oedometer cell is made of stainless steel and can be easily dismantled into its individual components. The robust
construction ensures a long service life and enables efficient cleaning.
The integrated sample ring with cutting edge enables easy cutting out of cohesive samples as well as uncomplicated installation in the
cell.
The sample is loaded via the upper pressure plate and is optionally possible with or without a ball (direct loading). The sample can be
watered through the watering openings in the pressure plate or alternatively through the upper hose connection. The lower filter stone
can also be rinsed through and saturated via 2 additional hose connections in the base. During the test these connections serve to drain
off the pore water.

consisting of:
- base part with seal ring
- top part with seal ring
- sample ring / cutting ring
- lower filter disc, stainless steel
- upper compression die with filter disc (stainless steel)
- 3 pcs hose connection for hose Ø 6/4 mm
- 3 pcs knurled nut to close the cell
- ball Ø 12 mm for force application


